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Architecture of NVMe-oF through 
PCIe Gen4
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IBM P9 with 100G NIC
IBM LC922
Mellanox CX5

NVMe SSD
• Phison PCIe Gen4 NVMe SSD
• Intel PCIe Gen3 NVMe SSD

JBOf+ Broadcom  
Stingray 100G Smart NIC
• Broadcom Atlas PCIe Gen4 switch
• Broadcom Stingray



Testing System– PCIe Gen4 JBOf
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JBOf Specification
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 PCIe switch
• Broadcom 88096 Atlas PCIe switch with internal 

Synthetic mode
 Host connection

• 1x PCIe Gen4 x16 to LC922
• 1x Broadcom Stingray 100G Smart NIC

 NVMe SSD
• 5x Phison 5016-E16 NVMe SSD
• 1x Intel 900P



NVMe-oF Target Setup
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 LC922 with Mellanox Connect X5
• End to end PCIe Gen4 
• NVMe SSD PCIe switch IBM P9 CPU

Mellanox CX5 100G switch
 Broadcom Stingray+ PCIe Gen4 switch

• PCIe Gen3 smart NIC+ PCIe Gen4 switch
• NVMe SSD PCIe switch Stingray 100G 

switch



NVMe-oF– 19,209 MB/s
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Direct-attached (Gen4 x16)– 23,772MB/s
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Latency of NVMe-oF
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Latency of Direct-attached
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Benefits of PCIe Gen4 Solution
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 Performance
• Almost double performance compared PCIe Gen3

 Cost saving
• By using PCIe Gen4 solution, NVMe-oF can 

support more initiators
• Only one PCIe Gen4 x16 support 200Gbps 

ethernet connection 



Flash Memory Summit 
Santa Clara, CA

2019
12


	NVMe-oF Through PCIe Gen4
	Drive 200G NVMe-oF by Using PCIe Gen4 Solution
	Architecture of NVMe-oF through PCIe Gen4
	Testing System– PCIe Gen4 JBOf
	JBOf Specification
	NVMe-oF Target Setup
	NVMe-oF– 19,209 MB/s
	Direct-attached (Gen4 x16)– 23,772MB/s
	Latency of NVMe-oF
	Latency of Direct-attached
	Benefits of PCIe Gen4 Solution
	Slide Number 12

